624 Basic Toll Restriction

Each telephones is assigned to a Class of  Service (COS).  Each COS has a Toll Restriction Level (TRS) for Day- System Program 601, Night- System Program 602, and Lunch- System Program 603.  COS 1 allows all calls and COS 5 is the most restricted.  Deny codes can be inserted in levels 2 ( 5, (System Program 302 is for COS 2,  303 is for COS 3, 304 is for COS 4, and 305 is for COS 5.  Each of the Deny Code Tables contains up to 20 entries.  The * can be used as a wild card.


COS
Denied Codes




Excepted or Allowed Codes


1
N/A No Restriction



None (Sys Pro 306)

2
Codes for Class 2 (Sys 302)


All codes from Code 01 – 20

3
Codes for Classes 2 & 3 (Sys 303)

Codes 01 – 15

4
Codes for Classes 2 to 4 (Sys 304)

Codes 01 – 10

5
Codes for Classes 2 to 5 (Sys 305)

Codes 01 – 05

The following is an example of toll restricting extension 102 from dialing toll calls during the lunch and night hours, while allowing toll free calls

1-
Sys Program 601- Day,
 
Type 02,  2,  Store

 
Sys Program 602- Night, 
Type 02,  5,  Store

      
Sys Program 603- Lunch,
Type 02,  5, Store

2-
Sys Program 305 for Deny COS 5, Next, Next,   Location 
01: 1, Store, Next

             02: 0, Store, Next

3-
Sys Program 306 for Excepted Table, Next, Next

 01: 1800, Store, Next









 02: 1888, Store, Next









 03: 1877, Store, Next

Toll Restriction for Special Carrier Access, Sys Program 300 

There 20 bins available for storing carrier codes (example,1010288).  TRS allows the Carrier Code digits to be dialed and then starts digit evaluation after the carrier code digits. 

TRS Override by Extension Password - This allows a user to override TRS for one call. The extension must be set to Verify–All calls, Verify–Toll, or Forced mode Sys Pro 605.  A four (4) digit Account Code must be entered in Sys Pro 310.  Use procedure: Press the CO button, hear silence, dial * * and the 4 digit account code, hear dial tone, dial number.

TRS Station Lock Boundary - Sys Pro 312 This allows a call to be made from a locked extension.

TRS from System Speed Dial - Sys Pro 301, Select a COS 1 through 5 to be used.


COS

System Speed Dialing Boundary Class

Number
1
2
3
4
5

1

N
N
N
N
N

2

C
N
N
N
N

3

C
C
N
N
N

4

C
C
C
N
N

5

C
C
C
C
N
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